
100

350
530

290270

370

15070

200
270

160

235

430
300

130

180

345 210

** per installazione con / for installation with:
   -sifone a "S"/siphon “S”:    mm 150
   -sifone SF052/siphon SF052:    mm 120

DAS09 BIDET SOSPESO DAILY

340

sezione ceramica
ceramic section

barra filettata Ø 12 mm
theadred bar Ø 12 mm

100

350
530

290270

370

15070

200
270

160

235

430
300

130

180

345 210

** per installazione con / for installation with:
   -sifone a "S"/siphon “S”:    mm 150
   -sifone SF052/siphon SF052:    mm 120

DAS09 BIDET SOSPESO DAILY

340

sezione ceramica
ceramic section

barra filettata Ø 12 mm
theadred bar Ø 12 mm

100

350
530

290270

370

15070

200
270

160

235

430
300

130

180

345 210

** per installazione con / for installation with:
   -sifone a "S"/siphon “S”:    mm 150
   -sifone SF052/siphon SF052:    mm 120

DAS09 BIDET SOSPESO DAILY

340

sezione ceramica
ceramic section

barra filettata Ø 12 mm
theadred bar Ø 12 mm

100

350
530

290270

370

15070

200
270

160

235

430
300

130

180

345 210

** per installazione con / for installation with:
   -sifone a "S"/siphon “S”:    mm 150
   -sifone SF052/siphon SF052:    mm 120
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DAILY WALL-HUNG BIDET DAS09BI

Cod. DAS09BI
Wall-hung bidet 53.37 h30 cm. Fixing kit included. Weight 18 Kg

Glazed product with 
CERASLIDE®

Ceramic antibacterial effect 
BATAFORM®

Cod. PU001

Cod. FI002

Cod. FI012BI

Cod. FI012CR

Acoustic and crash protection.

Fixing brackets for W/H sanitary. Weight 2,5 Kg

Push open valve drain with ceramic top for bidet. Weight 0,5 Kg

Push open chromed valve drain for bidet. Weight 0,5 Kg

** For installation with:
Siphon “S”-150 mm
Siphon SF052- 120 mm

EN 14528:2015


